
OMDB
Dubai Intl

- OPKC
Karachi Jinnah Intl

2024/03/08 1314Z

OMDB OPKC

641.44 nm / 1187.94 km

Notes
Requested: OMDB OPKC
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Route

Ident Via Lat Alt Dist Name
Type Lon (nm)
OMDB - 25.25110 0 ft - Dubai Intl
APT - 55.37110 0 m
OPKC - 24.90660 0 ft 641 Karachi Jinnah Intl
APT - 67.16080 0 m
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OMDB

Region: UNITED ARAB EMIRATES
Timezone: ASIA/DUBAI
Runways: 2

Elevation: 62 ft / 19 m
Location: 25.251100 55.371100
Magnetic Var: 2.344 E

METAR

OMDB 081300Z 02010KT 340V040 9999 FEW040 31/15 Q1011 NOSIG

TAF

TAF OMDB 081100Z 0812/0918 35010KT 8000 NSC PROB30 TEMPO 0812/0814 VRB20G35KT 3000 TSRA FEW040CB BECMG 0814/0816 10008KT PROB40 TEMPO 0821/0918 VRB20G50KT 1500 TSRA SCT030CB PROB30 0910/0915 02010KT

Frequencies

REC - 126.27 MHz - ATIS ARRIVAL
TWR - 126.77 MHz - DUBAI TOWER
TWR - 118.75 MHz - DUBAI TOWER
GND - 118.35 MHz - DUBAI GROUND
GND - 121.65 MHz - DUBAI GROUND
APP - 122.50 MHz - MINHAD APPROACH
APP - 120.25 MHz - DUBAI ARRIVAL
APP - 124.90 MHz - DUBAI ARRIVAL
DEP - 121.02 MHz - DUBAI DEPARTURE
DEP - 120.25 MHz - DUBAI DEPARTURE
APP - 126.02 MHz - DUBAI RADAR

REC - 131.70 MHz - ATIS DEPARTURE
TWR - 119.55 MHz - DUBAI TOWER
TWR - 119.05 MHz - DUBAI TOWER
GND - 118.85 MHz - DUBAI GROUND
CLD - 120.35 MHz - CLEARANCE DELIVERY
APP - 126.02 MHz - MINHAD APPROACH
APP - 124.45 MHz - DUBAI ARRIVAL
DEP - 126.02 MHz - DUBAI DEPARTURE
DEP - 126.20 MHz - DUBAI DEPARTURE
APP - 120.40 MHz - DUBAI RADAR
APP - 127.90 MHz - DUBAI DIRECT

Runways

Ident Width Length Bearing (true) Surface Threshold Overrun
(mag) Offset Length

12R 200 ft 14,604 ft 121.53 ASPHALT 2,352 ft 771 ft
61 m 4,452 m 119.18 717 m 235 m

30L 200 ft 14,604 ft 301.54 ASPHALT 436 ft 0 ft
61 m 4,452 m 299.20 133 m 0 m

12L 200 ft 14,289 ft 121.48 ASPHALT 1,496 ft 381 ft
61 m 4,355 m 119.14 456 m 116 m

30R 200 ft 14,289 ft 301.50 ASPHALT 991 ft 377 ft
61 m 4,355 m 299.15 302 m 115 m

Approach Navaids

Runway Type Ident Frequency Range Bearing (true) Slope Elevation
(mag)

12L DME IDBL 110.10 MHz 18 nm - - 62 ft
33 km - 62 m

30L DME IDBW 111.30 MHz 18 nm - - 41 ft
33 km - 41 m

30R DME IDBR 110.90 MHz 18 nm - - 44 ft
33 km - 44 m

12L LOC-ILS IDBL 110.10 MHz 18 nm 121.49 - 62 ft
33 km 119.15 62 m

12R LOC-ILS IDBE 109.50 MHz 18 nm 121.54 - 62 ft
33 km 119.20 62 m

30L LOC-ILS IDBW 111.30 MHz 18 nm 301.54 - 62 ft
33 km 299.20 62 m

30R LOC-ILS IDBR 110.90 MHz 18 nm 301.49 - 62 ft
33 km 299.15 62 m
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Runway Type Ident Frequency Range Bearing (true) Slope Elevation
(mag)

12L GS IDBL 110.10 MHz 10 nm 121.49 3.00 62 ft
19 km 119.15 62 m

12R GS IDBE 109.50 MHz 10 nm 121.54 3.00 62 ft
19 km 119.20 62 m

30L GS IDBW 111.30 MHz 10 nm 301.54 3.00 62 ft
19 km 299.20 62 m

30R GS IDBR 110.90 MHz 10 nm 301.49 3.00 62 ft
19 km 299.15 62 m
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OPKC

Region: PAKISTAN
Timezone: ASIA/KARACHI
Runways: 2

Elevation: 100 ft / 30 m
Location: 24.906600 67.160800
Magnetic Var: 1.457 E

METAR

OPKC 081300Z 23012KT 6000 NSC 26/05 Q1015 NOSIG

TAF

TAF OPKC 081100Z 0812/0918 23010KT 6000 NSC BECMG 0818/0820 05010KT 6000 NSC BECMG 0905/0907 07010KT 6000 NSC BECMG 0913/0915 07010KT 4000 HZ NSC

Frequencies

REC - 126.70 MHz - ATIS
TWR - 118.80 MHz - KARACHI TOWER
APP - 125.50 MHz - KARACHI APPROACH

GND - 121.60 MHz - KARACHI GROUND
COM - 119.22 MHz - KARACHI UNICOM

Runways

Ident Width Length Bearing (true) Surface Threshold Overrun
(mag) Offset Length

07R 151 ft 11,140 ft 74.39 CONCRETE 0 ft 991 ft
46 m 3,396 m 72.94 0 m 302 m

25L 151 ft 11,140 ft 254.41 CONCRETE 0 ft 627 ft
46 m 3,396 m 252.95 0 m 191 m

07L 151 ft 10,494 ft 74.39 CONCRETE 0 ft 1,001 ft
46 m 3,199 m 72.93 0 m 305 m

25R 151 ft 10,494 ft 254.40 CONCRETE 0 ft 994 ft
46 m 3,199 m 252.95 0 m 303 m

Approach Navaids

Runway Type Ident Frequency Range Bearing (true) Slope Elevation
(mag)

25R DME IKC 109.70 MHz 18 nm - - 156 ft
33 km - 156 m

25L LOC-ILS IQA 109.70 MHz 18 nm 254.40 - 100 ft
33 km 252.94 100 m

25R LOC-ILS IKC 110.10 MHz 18 nm 254.40 - 100 ft
33 km 252.94 100 m

25L GS IQA 109.70 MHz 10 nm 254.40 3.00 100 ft
19 km 252.94 100 m

25R GS IKC 110.10 MHz 10 nm 254.40 3.00 100 ft
19 km 252.94 100 m
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